
Verona Plane
Technical Data

Verona Single Plane

Btu/hr @ rt50˚C

   Height       Length           Henrad Heat emissions
     mm           mm              Code            Watts        Btu/hr

                    800           248349         627         2139

                   1000          248351         784         2675

                   1200          248353         941         3211

                    500           248363         501         1709

                    600           248364         601         2051

                    700           248365         701         2392

                    800           248366         802         2737

                   1000          248368        1002        3419

                   1200          248370        1202        4101

                   1400          248371        1403        4787

                   1600          248372        1603        5470

                   1800          248373        1804        6156

                   2000          248374        2004        6838

592

Verona Double Plane

Btu/hr @ rt50˚C

   Height       Length           Henrad Heat emissions
     mm           mm              Code            Watts        Btu/hr

                    800           248400        1095        3736

                   1000          248402        1369        4671

                  1200          248404        1643        5606

                    600           248415        1018        3474

                    700           248416        1188        4054

                    800           248417        1358        4634

                    900           248418        1527        5210

                  1000          248419        1697        5790

                   1200          248421        2036        6947

                   1400          248422        2376        8107

                   1600          248423        2715        9264

                   1800          248424        3055       10424

                   2000          248425        3394       11581
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Technical information

Testing and Operating Pressures
Henrad Verona Plane has been independently tested to
ensure radiators perform to a maximum working pressure
of 4.0 bar.

Connections
Henrad Verona Plane has 2 x 15mm connections (BOE)
as standard.

Paint Process
Two coat paint process, each Henrad radiator is
subjected to a multi-stage cleaning and paint process.

The final powder coat is Traffic white (RAL 9016) which is
stoved and cooled to give a perfect finish. All radiators
are illustrated in Traffic white unless stated.

Water Treatment
Installation of the system should be properly flushed and
fitted in accordance with the British Code of Practice for
the Treatment of Water in Domestic Hot Water Central
Heating Systems.

Warranty
Henrad Verona Plane comes with a 5 year
manufacturer’s warranty.

Henrad Verona Plane

Wall Mounting Information
All dimensions in mm.

Henrad Verona Plane Double
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Horizontal radiator - Double
Height       Width
444           
592  

500 to 3000

Henrad (UK) Limited, Marriott Road,
Mexborough, South Yorkshire S64 8BN.
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Henrad Verona Plane Single

Instructions for both Verona Single and Verona Double Plane
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1600 Horizontal radiator
Height       Width
444           
592  

500 to 3000

Henrad Verona Plane

Wall Mounting Information
All dimensions in mm.
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