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WHEN ALL GUTTER CLIPS HAVE BEEN ADDED, YOUR 
INSTALLATION SHOULD LOOK SIMILAR TO THIS AT THIS 

POINT.

13
FIX THE LEAN-TO SEAL ONTO THE LEAN TO VARIABLE 

SUPPORT AND GLAZING TRIM AS SHOWN. THEN FIT THE 
LEAN TO TOP CAP AND CARRY OUT THE LEAD FLASHING 

ONTO IT. 

14

APPLY SILICONE BETWEEN THE EAVES BEAM AND THE 
WEDGE FOR A SEAMLESS FINISH.

15
FIT THE LEAN TO BOTTOM CAP ONTO THE EAVES BEAM.

16

17
APPLY THE GLAZING END TRIM AND PEEL OFF THE 

PROTECTIVE LAYER. 
FIT THE GLAZING END TRIMS TO THE GLAZING. APPLY 

SILICONE ALONG THE END TRIM BEFORE FITTING.

18
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SLIDE THE GLAZING ONTO THE RAFTERS INTO THE RIDGE/ 
WALL PLATE GLAZING TRIMS.

19
ONCE THE GLAZING IS IN POSITION, SNAP ON THE 

GLAZING BAR TOP CAPS ENSURING THEY ARE CLICKED 
INTO THE CORRECT POSITION AND THAT THEY ARE BUTTED 
UP TO THE RIDGE GLAZING TRIM. CLIP THE GLAZING BAR 

END CAPS INTO POSITION.

20

THE RING BEAM END CAP CAN NOW BE FITTED. TO FIT THE 
END CAP, FIRST CUT DOWN THE CAPPING TO SUIT THE PITCH 

OF THE ROOF.

21
FIT THE GABLE END TRIM ONTO THE GABLE RAFTERS.

22

REMOVE THE PROTECTIVE FILM. 

23

20

APPLY A BEAD OF SILICONE TO THE AREAS OF THE HALF 
RIDGE GABLE END CAP THAT WILL SIT ON THE WALL PLATE 

TOP CAP.

24
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POSITION THE GABLE END CAP INTO ITS CORRECT 
POSITION.

TAP WITH A RUBBER MALLET TO SECURE EVERYTHING 
INTO PLACE.

26

ATTACH THE GUTTERING TO THE GUTTER CLIPS AND FIX 
INTO PLACE.

25

27
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GUTTERING INSTALLATION

GUTTER BRACKETS MUST BE FITTED AT A MAXIMUM OF 
600MM CENTRES AND NO MORE THAN 200MM FROM 

EACH CORNER. THE GUTTER BRACKETS ARE LOCATED IN 
THE RING BEAM EXTERNAL TRIM AND ARE TWISTED INTO 

POSITION AS SHOWN.

2
IF YOU HAVEN’T DONE SO ALREADY, FIT THE GUTTER CLIPS 

ONTO THE RING BEAM.

1

PRIOR TO INSTALLATION, LOCATE THE GUTTER 
INSULATION TRIM INTO POSITION ON THE GUTTER. THE 

GUTTER CAN NOW BE RAISED INTO POSITION. 

NOTE: ENSURE THE GUTTER IS FITTED TO THE GUTTER 
INSERTION LINE ON THE IMAGE THIS ALLOWS FOR 

SWELLING.

3
TO CLIP THE GUTTERING INTO POSITION, CLIP THE FRONT 
PART OF THE GUTTER BRACKET INTO THE GUTTER SEC-

TION.

4

ROTATE THE REAR SECTION OF THE GUTTER AND CLIP INTO 
POSTION.

5
PUT THE UNIVERSAL GUTTER ADAPTER INTO PLACE.

6

22
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USE A DRILL TO PUNCTURE A HOLE INTO THE GUTTER
SYSTEM.

7
THE DOWNPIPE WILL THEN FIT UNDERNEATH THE 

GUTTERING.

8

IT IS ASSUMED THAT THE INSTALLER HAS KNOWLEDGE OF GUTTERING SO ONLY 
INSTRUCTIONS SPECIFIC TO SOLARFRAME COMPONENTS ARE GIVEN.

FOR FURTHER TECHNICAL INFORMATION PLEASE CONTACT OUR TEAM.
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TECHNICAL & INSTALLATION 
Our team is on hand to answer any 

technical queries that you have about 
the installation of our products.

0800 625 0123
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